URBAN STANDARD SPECIFICATIONS Tor FPUBLIC IMPROVEMENT MANUAL

Q LIMITS OF MEASUREMENT D
AND PAYMENT
WIDTH OF ISLAND AS
SPECIFIED ON THE PLANS
FACE TO FACE
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i DOWEL BARS @ 24" C-C LONGITUDINAL
TYPICAL SPACING. DRILL HOLE FOR DOWEL &
GROUT TO EXISTING SLAB.

TRAFFIC ISLAND TYPE ‘C’

NOTES:

‘C’ TRANSVERSE JOINTS SHALL MATCH THE JOINT PATTERN OF THE EXISTING PAVEMENT WITH A
MAXIMUM SPACING OF I5 FT. ALL EXPANSION JOINTS SHALL BE PLACED AS DIRECTED BY THE ENGINEER.
EXPANSION JOINTS SHALL BE MADE WITH I'" EXPANSION MATERIAL. ALL JOINTS SHALL BE SEALED.

8" P.C.C. CURB SHALL BE ,
CONSTRUCTED NO SOONER 6
THAN 24 HOURS AFTER SLAB \

LIMIT OF MEASUREMENT HAS BEEN FINISHED.

AND PAYMENT )
® K OR KT/
SIZE & SHAPE OF ISLAND JOINT

(SEE PLANS)

FACE TO FACE

I-1/2" MASTIC
4'P.C.C. PAV'T NEW SLAB
e b cUsE TYPE ‘D’ P.C.C. CURB
4
I-1/2" CRUSHED

LIMESTONE FILL

K’ OR [ #3 BAR
KT JOINT DEFORMED

o

TYPICAL HALF SECTION
T 1

TRAFFIC ISLAND TYPE ‘D’

DOWEL BAR
NOTES: FOR TYPE ‘C’ISLAND

TRANSVERSE JOINTS IN THE ISLAND & CURB SHALL BE TYPE ‘C' TO MATCH JOINT PATTERN OF
THE NEW PAV'T. A ‘C’" LONGITUDINAL JOINT SHALL BE USED WHEN THE ISLAND WIDTH EXCEEDS
2 FT. EXPANSION JOINTS SHALL BE USED IN THE CURB AND THE 4 INCH P.C.C. CAP TO MATCH
THE ‘ED’ JOINTS IN THE PAVEMENT. ALL JOINTS SHALL BE SEALED, WITHOUT BACKER ROD.
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